®
Installation Instruction - Street MA Lu MAx

M General information

It is vitally important that these instructions are read in their entirely and any illustrations studied before commencing installation of your fitting.
Keep these instructions for future reference.

Attention:

1.Ifyou areinany doubt, consulta qualified electrician as to the installation of the light fitting.

2.Install in accordance with current national wiring regulations. Ensure the circuit to which the light fitting is also to be connected has been installed
and fused in accordance to national installation requirements.

3. Ensure that the electrical supply is OFF. Disconnect the electrical supply at the fuse board. Switching off at the wall in NOT adequate. Ensure the
power supply cannot be restored by accident.

4. This light fitting is for use in enviroment adequate to its internal protection level.

5. Carefully identify where the supply cable is (and check there are no other cables in the area), to avoid damage to concealed wiring during
installation.

6. Determine the fixing method appropriate to the construction.

7. It may be necessary to orientate the fitting in a particular way because of heat dispersal. Check the fitting and/or illustrations supplied with the
light fitting.

8. Support the fitting so that no strain is applied to the wiring when making the electrical connections.

9. Checkall the connections are very secure and that no loose strands of wire are left out of the electrical connector block.

10. Avoid mounting the fitting on a damp surface such as newly painted or plastered areas as this may cause discolouration of the finish.

11. Installers must ensure that supply cables with the correct temperature rating are used.
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®
Instrukcja obstugi - Street MA Lu MAx

B Podstawowe informacje

Przed rozpoczeciem montazu nalezy uwaznie przeczytac niniejsza instrukcje i zapoznac sie z zatgczonymi schematami montazowymi. Prosimy o
zachowanie instrukji na czas uzytkowania produktu.

Uwaga:

1. W przypadku jakichkolwiek niejasnosci prosimy skonsultowac sie z wykwalifikowanym elektrykiem.

2. Instalacja powinna by¢ wykonana zgodnie z krajowymi regulacjami w zakresie montazu urzadzen elektrycznych. Instalacja doprowadzajaca
prad do urzgdzenia powinna takze spefniac krajowe wymagania bezpieczenstwa.

3. Przed montazem upewnij sie, Ze napiecie zostato wytgczone. Wytacz takze napiecie na bezpieczniku i upewnij sie, ze nie ma mozliwosci
przypadkowego zataczenia napiecia podczas montazu.

4. Oprawe nalezy uzytkowa¢ w zastosowaniach adekwatnych do jej stopnia ochrony IP oraz IK .

5. Sprawdz potozenie przewodéw doprowadzajgcych prad (a takze ew. innych przewodéw) w celu unikniecia ich uszkodzenia podczas
montazu oprawy.

6. Zastosuj wtasciwg metode montazu oprawy w zaleznosci od konstrukgji powierzchni montazowe;.

7. Przewody doprowadzajgce napiecie nie powinny stykac sie z nagrzewajgcymi sie elementami oprawy.

8. Instalujgc przewody nalezy zwrdci¢ uwage, aby nie byty one odksztatcane ani naprezane.

9. Przed zakonczeniem instalacji sprawdz poprawnos¢ wszystkich podtaczen i upewnij sie, ze zaden przewdd ani srubka nie wypadta z kostki
montazowe;j.

10. Nie nalezy montowac oprawy na wilgotnych powierzchniach (Swiezo tynkowanych lub malowanych) gdyz moze to doprowadzi¢ do
odbarwienia kolorow.

11. Upewnij sie , ze przewody ktérych uzywasz do instalacji majg odpowiednig odpornos¢ na podwyzszong temperature.
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